
              

 

Launceston Office: 

7 Donald’s Avenue Prospect, Tasmania 7250 

Phone: 03 6335 8200/ Fax: 03 6340 1881 

  

                

Hobart Office:  
9 Lampton Avenue, Derwent Park, Tasmania, 7009 

Phone: 03 6273 0463 / Fax: 03 6273 3438 

  

SILT & 

OIL TRAP 

450mm x 450mm Grated 

pit containing ‘First flush’ 

valve if required. 

Direct runoff to grated pit 

Outlet connected 

to sewer 

1,500 or 3,000 Silt & Oil trap 

 

 

 

 

1,500 and 3,000 Litre Oil Traps 
 

 

Locally manufactured 

AS 3500 Conforming 

Risers available (300mm) 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

MODEL CAPACITY 
LENGTH 

'A' 

WIDTH 

'B' 

HEIGHT 

'C'  

INLET 

'D' 

OUTLET 

'E' 
SURROUND 

ST-2-1500 1,500 Litres 2580 885 1860 450 500 
Light Duty 250mm 

Heavy Duty on application 

ST-2-3000 3,000 Litres 2580 885 2710 450 500 
Light Duty 250mm 

Heavy Duty on application 
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Hudson Environmental manufactures two 

silt & oil trap models, 1,500 litre and 3,000 

litre.   

Both tanks come as a standard unit with 3 off 

600mm Dia clear opening gas tight covers. 

The external pipe work is supplied by the 

installation of the junctions only, any 

additional piping or I.O’s is the responsibility 

of the plumber. 

THESE TANKS MAY FLOAT. We 

recommend backfilling with concrete be 

considered in damp conditions or where high 

water tables may exist. 
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